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TECHNICAL INFORMATION
PIVOT DOOR

PIVOT RANGE

* ALLOWS AN OPENING
OF UP TO 180 DEGREES

* HINGED WITH AN OFF-
CENTRE AXIS

PIVOT RANGE

¢ HEIGHT ADJUSTMENT
¢ 3-AXIS ADJUSTABLE

HINGES




the door

Pivot Range Eframeless

Elevate your space with High-end Pivot Doors

Discover the perfect blend of elegance, flexibility, and innovation with
our premium Pivot System. Designed for seamless integration into
wooden, glass, or modular walls, this system offers a smooth 180° or 90°
opening, with right- or left-hand configurations to suit any space,
making it the ideal retrofit solution. Designed to open both ways, this
system features an adjustable 3-axis hinges for precision alignment and
minimalist design

Key Features:

Type: Interior pivot door with unique top/bottom hinge system allowing

rotation around a vertical axis

Application: Interior use

Height Range (standard): 2020-3000 mm (custom sizes on request)

Max Width (single leaf): 1400 mm | Max weight: 120 kg

Door Leaf Thickness: 45 mm

Door Leaf Construction:

e Full aluminium structure with double-sided decorative panels(max 6mm)

* GLASS: 6 mm glass pane in aluminium frame with 7 different glass
options

Hinges:

e Top/bottom mounted

e Placement: min. 11.5 cm (Pivot Alu), min. 21.5 cm (Pivot Glass), or
central axis depending on door size and weight

e Positioning at every 90°

e Hinge colour: black

Opening Direction:

e Inward and outward

e Or only one direction with additional blocking component
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Dimensions GlassColours
S.!ZEM Product Description Selected
Code option

Select Width Door size/ Finished opening

[ 700mm. 710mm Optiwhite Super Clear
6
[ soomm 810mm
D 900mm 910mm Clear Regular clear
[ 1000mm 1010mm
Sat8 Clear frosted glass

[ custom up to 1400mm

Select Height Door size/ Finished opening Sat GR6 Frosted glass with grey tint
[ 2000mm 2024mm
D 2100mm 2124mm SatBRE Frosted glass with Bronze tint
[ 2200mm 2224mm
D 2300mm 2324mm Antisol Tinted bronze with a reflective
[ 2400mm 2424mm B sheen
[ 2500mm 2524mm

Antisol Tinted Graphite with a reflective
O custom up to a max 3000 mm caé sheen
Design styles
Pure Frame Pure Stripe Pure Loft 3P Pure Loft 3PP Pure Loft 4P Pure Loft 4PP
Aluminium Colours
Matt Brushed Brushed Brushed Brushed White
Aluminium Nickel Black Bronze Gold

Profile options

2D - 16MM X 2MM

3D -16MM X16MM



— Efrarneless

the door

INSTALLATION NOTES & MEASUREMENT POINTS:
* Do notinstall surface-mounted skirting in the pivot swing area
Use flush skirting (e.g., Frameless Baseboard) in frameless setups
e Ensure no ceiling obstructions (e.g., lamps, alarms, vents) in the rotation path
Verify available swing space and check ceiling alignment with a laser level

INSTALLATION TECHNICALS:

FLOOR INSTALLATION:
e Drill two mounting holes using the supplied template, aligned exactly with the centre line
e Drill depth: 45 mm | Diameter: @8 mm
e For underfloor heating: ensure no installation elements are within 80 mm of the surface
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CEILING INSTALLATION:
¢ Use a laser to transfer hole positions from floor to ceiling
e For solid ceilings (e.g., concrete): use expansion plugs
* For suspended ceilings: reinforce with steel or wooden beams and screw directly without
plugs
e Solid ceiling structure is essential - do not install hinges on expansion joints
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IMPORTANT:
e Check for obstacles along the 902 swing path on both sides of the door
* Always measure using a cross-line laser level
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